COLD 
CHISELS 


ECLIPSE cast steel cold chisels are manufactured on sophisticated new equipment 
which ensures that all chisels produced have a consistently high quality. They are 
produced from high quality Sheffield steel and are designed to have the toughness and 
cutting ability required of this type of tool. 

All ECLIPSE chisels are finished in an attractive matt black and have a distinctive 
ECLIPSE transfer in orange and black. 

In addition to the chisels listed, pipe caulking tools, dooking chisels, mason’‘s chisels, 
case openers and other specialised chisels can also be supplied to order. 











COLD 
CHISELS FLAT CHISELS 


work on. metals 


Blade 
Width Length 
”" 











The most popular chisel for general 


in engineering 
workshops, foundries, etc. 








4” 6” 
3" 4” 5” 6” 8” 
4" 6” i 1 0” 1 5” 
3” 6” i oid 8” 9” 
10” 12” 14” 18” 
- 3” 6” 8” 9” 1 0” 
12” 14” 18" 24” 
4" 8" g” 1 0” 1 9” 
1 ” 8” Q” 1 0” 1 9” 
14” 18” 24” 
oO  - CORRUGATED IRON PUNCH Oct Length 
For punching holes in corrugated sheets. 8, 6 
MOTOR AND REAPER PUNCH 2 
SS For knocking out shafts in bearings, etc. 
‘ ‘ : Oct. Length 
CONCRETE POINT. A pointed chisel for breaking up 5” 10” 
— ——  conorete, 4p 
4" 12” 
pa DIAMOND POINT. For cutting metal in corners and =f. Length 
in awkward places where other types of chisel are un- 4, ull 
suitable. gs, 2 
—— |. CROSSCUT. For cutting slots in key-ways, etc. qn 3 
8 
: HALF ROUND. Generally used for cutting oil-ways in a 8 
a —<— bearings and shafts. 1 10 
PLUGGING CHISELS. For cutting slots in brick- oz. Length 
AS LE = work which has to be plugged with wooden wedges’ 3" (fluted) 10” 
to hold wall fixtures, etc. 2" (plain) 10” 
Blade Length 
K Q” 
BRICK BOLSTERS 34” 9” 
For cutting bricks—the brick is ‘‘nicked”’ all round with 4" 8” 
the cutting edge of the Bolster Chisel and then tapped 4" Q” 
with a hammer. 4” 10” 
41” 10" 
FLOORBOARD CHISELS. Principally used by Blade Length 
tradesmen for cutting the tongue from floorboarding 21” 9” 
before lifting to obtain access to services. 24” 9” 
Oct Length 
4" 12° 
” 18” 
94” 30” 36” 


WRECKING BARS. For opening packing cases, , 2 
-———_— dismantling wooden crates, etc. 4 18 
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